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001, 002, 003,

006, 007, 008

EXISTING SIGN FACE TO

BE CLEANED AND

RELOCATED TO CH 442.

EXISTING SIGN FACE TO

BE CLEANED AND

RELOCATED TO CH 442.

001, 002, 003,

004, 006, 007,

008

004

004

PROPOSED SINUSOIDAL

SPEED HUMP

PROPOSED SINUSOIDAL

SPEED HUMP

 009

 005,

009

NTS

INSTALL 40mm THICK AC10 CLOSE SURFACING 100/150, 60PSV.

BINDER COURSE REGULATING MATERIAL IN RAMPS AND TABLE SHALL BE

AC20 DENSE BINDER COURSE TO BS EN 13108-1: 2016, 100 / 150.

BITUMEN EMULSION TACK COAT K1-40 AT 0.5

LITRES PER SQUARE METRE

SAW CUT

3
2
.
5
m

m

925mm

925mm 925mm

925mm

POINT OF INFLECTION

INSERT A:

65mm HEIGHT SINUSOIDAL ROAD HUMP LONG SECTION

EXISTING CARRIAGEWAY SURFACE

4
0
m

m

6
5
m

m

R

=
2
7
1
4
m

m

142mm142mm

NOTES:

1. ALL DIMENSIONS IN METRES UNLESS OTHERWISE STATED.

2. DESIGN PROPOSALS ARE BASED ON WSCC OS MAPPING. ALL SETTING OUT ON SITE TO BE AGREED WITH THE PROJECT MANAGER OR SUPERVISOR ON SITE.

3. CHAINAGE IS SHOWN AS MEASURED ON SITE ALONG THE SOUTHERN KERB  LINE OF BELL ROAD. CH-00m IS AT THE NORTH WEST CORNER OF BUILDING NO 2 "THE OLD

FORGE

4. REFER TO DRAWING 70095623-DD-001 & 70095623-DD-002 FOR CONSTRUCTION DRAWINGS OF BELL ROAD,  WARNHAM - TRAFFIC MANAGEMENT DETAILED DESIGN.

5. DRAWING IS TO BE READ IN CONJUNCTION WITH WEST SUSSEX COUNTY COUNCIL STANDARD DETAILS.

6. REFER TO TRAFFIC SIGN SCHEDULE T4 (70095623-DD-003) FOR DETAILS OF PROPOSED SIGNS WORK AND T9 SCHEDULE (70095623-DD-004) FOR ROAD MARKINGS TO BE

INSTALLED. REFERENCE SHOULD ALSO BE MADE TO THE TRAFFIC REGULATIONS AND GENERAL DIRECTIONS 2016 AND TRAFFIC  SIGNS MANUAL CHAPTERS 1, 3, 4, 5, AND 7.

7. ALL SIGNS AND MARKINGS TO COMPLY WITH TSRGD 2016 AND ANY AMENDMENTS THERETO. MARKINGS ARE TO BE WHITE THERMOPLASTIC SCREED WITH APPLIED SOLID

GLASS BEADS TO COMPLY WITH BS EN 1436 UNLESS OTHERWISE STATED.

8. TRAFFIC SIGNS SHALL BE FIXED TO THE POSTS BY THE USE OF CHANNEL CLIPS MANUFACTURED FROM AISI 304 STAINLESS STEEL ALLOY.  ANTI-ROTATIONAL CHANNEL

CLIPS SHALL BE USED WHERE TRAFFIC SIGNS ARE MOUNTED ON SINGLE POSTS.

9. THE CONTRACTOR MUST ENSURE ALL UTILITIES APPARATUS ARE PROPERLY LOCATED AND CLEARLY MARKED ON SITE. THE DESIGNER DOES NOT GUARANTEE THE

ACCURACY OF THE UTILITY INFORMATION PROVIDED FROM THE DESIGN STAGE AND THE CONTRACTOR SHALL BEFORE COMMENCING WORKS SATISFY HIMSELF OF THE

PRECISE LOCATIONS AND DEPTH OF UNDERTAKERS PLANT AND SERVICES, SURFACE WATER DRAINS AND GULLIES CONNECTIONS BY REFERENCE TO THE AUTHORITY

CONCERNED AND/OR BY SITE CHECKS AND/OR BY DIGGING TRIAL HOLES.

10. CONTRACTOR SHALL CONFIRM ALL ELECTRICAL WORKS WITH WSCC STREET LIGHTING TEAM PRIOR TO WORKS MOBILISATION.

11. ANY DISTURBANCE TO GRASSED AREAS SHALL BE MADE GOOD WITH TOP SOIL AND SEED AS PER WSCC-SD1-3000-001.

12. ALL RESURFACING WORKS MUST RETAIN THE EXISTING LONGFALL AND CROSSFALL. WHEN CONSTRUCTING THE FLAT TOP ROAD HUMP, THE CONTRACTOR MUST CHECK

THE LEVELS TO ENSURE WATER FLOWS TOWARDS THE PROPOSED GULLIES AND NO LOW POINTS ARE INTRODUCED.

13. CONTRACTOR SHALL ENSURE THAT ALL EXISTING GULLIES WITHIN THE EXTENT OF THE WORKS ARE CLEANSED OF ANY DEBRIS AND SILT AND LEFT IN OPERATIONAL

CONDITION.

14. TRAFFIC SAFETY AND MANAGEMENT SHALL CONFORM TO THE RECOMMENDATIONS IN CHAPTER 8 OF THE TRAFFIC SIGNS MANUAL. THE CONTRACTOR SHALL OBTAIN

CONSENT TO THEIR PROPOSALS FROM WEST SUSSEX COUNTY COUNCIL.

KEY:

                                      EXISTING UTILITY COVER

                                      EXISTING MANHOLE

G

G

G

UT

MH

PROPOSED FLAT TOP TABLE ROAD HUMP

6.0m LONG  INCLUDING RAMPS BY 65mm

HIGH). TO BE CONSTRUCTED AS PER

WSCC-SD1-0700-001

PROPOSED HB2 KERB (HEIGHT OF THE KERB

UPSTAND IS TO BE CONFIRMED ON SITE). KERB

TO BE INSTALLED AS PER WSCC-SD1-1100-011

EXISTING SIGN FACE TO BE TAKEN DOWN, CLEANED

AND SET ASIDE FOR REUSE. SIGN POST AND

FOUNDATION TO BE REMOVED AND TIPPED OFF SITE

HIGHWAY BOUNDARY

PROPOSED SINUSOIDAL ROAD HUMP (3.7m

LONG BY 65mm HIGH). SEE INSERT A FOR

CONSTRUCTION.  ROAD HUMP TO HAVE

TAPERED ENDS WHICH TERMINATE 300mm

FROM THE FRONT FACE OF KERB.

PROPOSED RESURFACING TO EXTEND 5M

PRIOR AND AFTER THE EDGE OF HUMP.

REFER TO INSERT A FOR LONGITUDINAL

SECTION.

PROPOSED SPEED LIMIT ROUNDEL

EXISTING KERB IS TO BE REMOVED (HEIGHT

OF KERB TO BE CONFIRMED ON SITE)

EXISTING DROPPED KERB/TRANSITION

PLANE AND INLAY 40mm SURFACE COURSE:

· BITUMEN EMULSION TACK COAT K1-40

AT 0.5 LITRES PER SQUARE METRE

· INSTALL 40mm THICK AC10 CLOSE

SURFACING 100/150, 60PSV.

EXISTING SIGN(S), ILLUMINATED SIGNPOST AND

FOUNDATION TO BE REMOVED AND TIPPED OFF SITE.

ELECTRICAL CONNECTION TO SIGNPOST TO BE

DISCONNECTED, MADE SAFE AND ABANDONED.

PROPOSED SIGN ON EXISTING POST

EXISTING GULLY TO BE RETAINED

EXISTING GULLY GRATE AND FRAME  TO

BE  TAKEN UP AND REMOVED TO TIP

INSTALL NEW BRICK GULLY IN ACCORDANCE

WITH WSCC-SD1-0500-023 WITH D400 ANTI SLIP

GRATING AND FRAME TO BS EN 124. REINSTATE

AROUND GRATING AND FRAME IN ACCORDANCE

WITH WSCC-SD1-0700-021.

EXISTING BUS STOP FLAG SIGN TO BE

RETAINED

PROPOSED GRASS VERGE REINSTATEMENT.

EXISTING FULL DEPTH CARRIAGEWAY

CONSTRUCTION TO BE BROKEN OUT AND

TAKEN TO TIP OFF SITE. VERGE TO BE

CONSTRUCTED AS PER WSCC-SD1-3000-001.

PROPOSED GULLY CONNECTION PIPE AS PER TYPE

Z OF HIGHWAY CONSTRUCTION DETAIL DRAWING F1

(X=150mm). OUTFALL TO BE CONFIRMED ON SITE.

M1

PROPOSED ROAD MARKING IN REFERENCE

TO THE ROAD MARKING SCHEDULE

S1

PROPOSED TRAFFIC SIGN IN REFERENCE

TO THE TRAFFIC SIGN SCHEDULE

EXISTING ROAD MARKING

PROPOSED ROAD MARKING

INDICATIVE LOCATION OF EXISTING CARRIER DRAIN

A - FIT FOR CONSTRUCTION
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001 - BURIED UTILITIES

IDENTIFIED -

INFORMATION CONTAINED

WITHIN PCIP.

002 - UNKNOWN GROUND

CONDITIONS. NO GI's

HAVE BEEN CARRIED OUT

AT THE DESIGN STAGE.

003 - HOT WORKS: BURNS/

SERIOUS INJURY.

INSTALLING ROAD

MARKINGS.

004 - RISK OF

ELECTROCUTION FROM

OVERHEAD BT CABLES -

INFORMATION CONTAINED

WITHIN PCIP.

005- RISK OF

ELECTROCUTION FROM

BURIED HIGH VOLTAGE

CABLE. INFORMATION

CONTAINED WITHIN PCIP.

006 - BURIED UTILITIES -

INFORMATION

CONTAINED WITHIN PCIP.

007 - UNKNOWN GROUND

CONDITIONS. NO GI's

HAVE BEEN CARRIED OUT

AT DESIGN STAGE.

008 - HOT WORKS:

BURNS/ SERIOUS INJURY

FROM REMOVAL OF ROAD

MARKINGS.

009 - RISK OF

ELECTROCUTION FROM

BURIED HIGH VOLTAGE

CABLE. INFORMATION

CONTAINED WITHIN PCIP.
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